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(3) The system records the date and
time when monitors are turned off or
on;

(4) The system recognizes unchanging
data that may indicate the monitor is
not functioning properly, alerts the op-
erator, and records the incident; and

(5) The system computes daily aver-
age values of the monitored operating
parameter based on recorded data.

(d) Can | monitor other process or con-
trol device operating parameters? You
may request approval to monitor pa-
rameters other than those required in
this subpart. You must request ap-
proval if:

(1) You use a control device other
than a thermal incinerator, boiler,
process heater, flare, electrostatic pre-
cipitator, or wet scrubber;

(2) You use a combustion control de-
vice (e.g., incinerator, flare, boiler or
process heater with a design heat ca-
pacity of at least 44 MW, boiler or proc-
ess heater where the vent stream is in-
troduced into the flame zone), electro-
static precipitator, or scrubber but
want to monitor a parameter other
than those specified; or

(3) You wish to use another type of
continuous emission monitoring sys-
tem that provides direct measurement
of a pollutant (i.e., a PM or multi-met-
als HAP continuous emission moni-
toring system, a carbonyl sulfide/car-
bon disulfide continuous emission mon-
itoring system, a TOC continuous
emission monitoring system, or HCI
continuous emission monitoring sys-
tem).

(e) How do I request to monitor alter-
native parameters? You must submit a
request for review and approval or dis-
approval to the Administrator. The re-
quest must include the information in
paragraphs (e)(1) through (5) of this
section.

(1) A description of each affected
source and the parameter(s) to be mon-
itored to determine whether the af-
fected source will continuously comply
with the emission limitations and an
explanation of the criteria used to se-
lect the parameter(s).

(2) A description of the methods and
procedures that will be used to dem-
onstrate that the parameter can be
used to determine whether the affected
source will continuously comply with
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the emission limitations and the sched-
ule for this demonstration. You must
certify that you will establish an oper-
ating limit for the monitored param-
eter(s) that represents the conditions
in existence when the control device is
being properly operated and main-
tained to meet the emission limitation.

(3) The frequency and content of
monitoring, recording, and reporting, if
monitoring and recording are not con-
tinuous. You also must include the ra-
tionale for the proposed monitoring,
recording, and reporting requirements.

(4) Supporting calculations.

(5) Averaging time for the alternative
operating parameter.

NOTIFICATIONS, REPORTS, AND RECORDS

§63.1574 What notifications
submit and when?

must I

(a) Except as allowed in paragraphs
(a)(1) through (3) of this section, you
must submit all of the notifications in
§863.6(h), 63.7(b) and (c), 63.8(e),
63.8(f)(4), 63.8(f)(6), and 63.9(b) through
(h) that apply to you by the dates spec-
ified.

(1) You must submit the notification
of your intention to construct or re-
construct according to §63.9(b)(5) un-
less construction or reconstruction had
commenced and initial startup had not
occurred before April 11, 2002. In this
case, you must submit the notification
as soon as practicable before startup
but no later than July 10, 2002. This
deadline also applies to the application
for approval of construction or recon-
struction and approval of construction
or reconstruction based on State
preconstruction review required in
§§63.5(d)(1)(i) and 63.5(f)(2).

(2) You must submit the notification
of intent to conduct a performance test
required in §63.7(b) at least 30 calendar
days before the performance test is
scheduled to begin (instead of 60 days).

(3) If you are required to conduct a
performance test, performance evalua-
tion, design evaluation, opacity obser-
vation, visible emission observation, or
other initial compliance demonstra-
tion, you must submit a notification of
compliance  status according to
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§63.9(h)(2)(ii). You can submit this in-
formation in an operating permit ap-
plication, in an amendment to an oper-
ating permit application, in a separate
submission, or in any combination. In
a State with an approved operating
permit program where delegation of
authority under section 112(1) of the
CAA has not been requested or ap-
proved, you must provide a duplicate
notification to the applicable Regional
Administrator. If the required informa-
tion has been submitted previously,
you do not have to provide a separate
notification of compliance status. Just
refer to the earlier submissions instead
of duplicating and resubmitting the
previously submitted information.

(i) For each initial compliance dem-
onstration that does not include a per-
formance test, you must submit the
Notification of Compliance Status no
later than 30 calendar days following
completion of the initial compliance
demonstration.

(i) For each initial compliance dem-
onstration that includes a performance
test, you must submit the notification
of compliance status, including the
performance test results, no later than
150 calendar days after the compliance
date specified for your affected source
in §63.1573.

(b) As specified in §63.9(b)(2), if you
startup your new affected source before
April 11, 2002, you must submit the ini-
tial notification no later than August
9, 2002.

(c) As specified in §63.9(b)(3), if you
start your new or reconstructed af-
fected source on or after April 11, 2002,
you must submit the initial notifica-
tion no later than 120 days after you
become subject to this subpart.

(d) You also must include the infor-
mation in Table 42 of this subpart in
your notification of compliance status.

(e) If you request an extension of
compliance for an existing catalytic
cracking unit as allowed in §63.1563(c),
you must submit a notification to your
permitting authority containing the
required information by October 13,
2003.

(f) As required by this subpart, you
must prepare and implement an oper-
ation, maintenance, and monitoring
plan for each affected source, control
system, and continuous monitoring
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system. The purpose of this plan is to
detail the operation, maintenance, and
monitoring procedures you will follow.

(1) You must submit the plan to your
permitting authority for review and
approval along with your notification
of compliance status. While you do not
have to include the entire plan in your
part 70 or 71 permit, you must include
the duty to prepare and implement the
plan as an applicable requirement in
your part 70 or 71 operating permit.
You must submit any changes to your
permitting authority for review and
approval and comply with the plan
until the change is approved.

(2) Each plan must include, at a min-
imum, the information specified In
paragraphs (f)(2)(i) through (x) of this
section.

(i) Process and control device param-
eters to be monitored for each affected
source, along with established oper-
ating limits.

(ii) Procedures for monitoring emis-
sions and process and control device
operating parameters for each affected
source.

(iii) Procedures that you will use to
determine the coke burn-rate, the volu-
metric flow rate (if you use process
data rather than direct measurement),
and the rate of combustion of liquid or
solid fossil fuels if you use an inciner-
ator-waste heat boiler to burn the ex-
haust gases from a catalyst regen-
erator.

(iv) Procedures and analytical meth-
ods you will use to determine the equi-
librium catalyst Ni concentration, the
equilibrium catalyst Ni concentration
monthly rolling average, and the hour-
ly or hourly average Ni operating
value.

(v) Procedures you will use to deter-
mine the pH of the water (or scrubbing
liquid) exiting a wet scrubber if you
use pH strips.

(vi) Procedures you will use to deter-
mine the HCI concentration of gases
from a semi-regenerative catalytic re-
forming unit with an internal scrub-
bing system (i.e., no add-on control de-
vice) when you use a colormetric tube
sampling system, including procedures
for correcting for pressure (if applica-
ble to the sampling equipment).

(vii) Procedures you will use to deter-
mine the gas flow rate for a catalytic
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cracking unit if you use the alternative
procedure based on air flow rate and
temperature.

(viii) Monitoring schedule, including
when you will monitor and when you
will not monitor an affected source
(e.g., during the coke burn-off, regen-
eration process).

(ix) Quality control plan for each
continuous opacity monitoring system
and continuous emission monitoring
system you use to meet an emission
limit in this subpart. This plan must
include procedures you will use for
calibrations, accuracy audits, and ad-
justments to the system needed to
meet applicable requirements for the
system.

(X) Maintenance schedule for each af-
fected source, monitoring system, and
control device that is generally con-
sistent with the manufacturer’s in-
structions for routine and long-term
maintenance.

§63.1575 What reports must I submit
and when?

(a) You must submit each report in
Table 43 of this subpart that applies to
you.

(b) Unless the Administrator has ap-
proved a different schedule, you must
submit each report by the date in
Table 43 of this subpart and according
to the requirements in paragraphs
(b)(1) through (5) of this section.

(1) The first compliance report must
cover the period beginning on the com-
pliance date that is specified for your
affected source in §63.1563 and ending
on June 30 or December 31, whichever
date is the first date following the end
of the first calendar half after the com-
pliance date that is specified for your
affected source in §63.1563.

(2) The first compliance report must
be postmarked or delivered no later
than July 31 or January 31, whichever
date follows the end of the first cal-
endar half after the compliance date
that is specified for your affected
source in §63.1563.

(3) Each subsequent compliance re-
port must cover the semiannual report-
ing period from January 1 through
June 30 or the semiannual reporting
period from July 1 through December
31.
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(4) Each subsequent compliance re-
port must be postmarked or delivered
no later than July 31 or January 31,
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period.

(5) For each affected source that is
subject to permitting regulations pur-
suant to part 70 or 71 of this chapter,
and if the permitting authority has es-
tablished dates for submitting semi-
annual reports pursuant to
§70.6(a)(3)(iii)(A) or §71.6(a)(3)(iii)(A) of
this chapter, you may submit the first
and subsequent compliance reports ac-
cording to the dates the permitting au-
thority has established instead of ac-
cording to the dates in paragraphs
(b)(1) through (4) of this section.

(c) The compliance report must con-
tain the information required in para-
graphs (c)(1) through (4) of this section.

(1) Company name and address.

(2) Statement by a responsible offi-
cial, with that official’s name, title,
and signature, certifying the accuracy
of the content of the report.

(3) Date of report and beginning and
ending dates of the reporting period.

(4) If there are no deviations from
any emission limitation that applies to
you and there are no deviations from
the requirements for work practice
standards, a statement that there were
no deviations from the emission limi-
tations or work practice standards dur-
ing the reporting period and that no
continuous emission monitoring sys-
tem or continuous opacity monitoring
system was inoperative, inactive, mal-
functioning, out-of-control, repaired,
or adjusted.

(d) For each deviation from an emis-
sion limitation and for each deviation
from the requirements for work prac-
tice standards that occurs at an af-
fected source where you are not using a
continuous opacity monitoring system
or a continuous emission monitoring
system to comply with the emission
limitation or work practice standard in
this subpart, the compliance report
must contain the information in para-
graphs (c)(1) through (3) of this section
and the information in paragraphs
(d)(1) through (3) of this section.

(1) The total operating time of each
affected source during the reporting pe-
riod.
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